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	عنوان پروژه: بررسی روشهای کنترل ورود کاربران در مسیر مستقیم سیستم CDMA سلولی



	چکیده: در این پروژه به بررسی روشهای کنترل ورود کاربران در مسیر مستقیم سیستم CDMA سلولی می​پردازیم.

در سیستم  CDMA سلولی، ظرفیت ثابتی برای سیستم وجود ندارد، بر خلاف سیستم های FDMA  و TDMA. یعنی ظرفیت سیستم CDMA سلولی بر اساس تداخل موجود تعیین می​شود و تداخل نیز با مقدار توان ارسالی یا دریافتی کاربران داخل سلول تعیین می​شود. به این علت کنترل ورود کاربران برای کنترل اینکه تداخل در سیستم بیشتر از حد معینی نشود و همچنین در زمانی که هنوز امکان سرویس دهی به کاربران بیشتری وجود دارد، سرویس دهی انجام شود، بسیار حیاتی است. 

با توجه به اینکه تداخل در مسیر معکوس بیشتر از مسیر مستقیم است، در حالتی که توان ارسالی و دریافتی متقارن باشند(مانند سرویس VOICE)،کنترل فقط بر روی مسیر معکوس انجام می​شود. اما با توجه به سرویسهایی که توان نامتقارن دارند، ممکن است مسیر مستقیم نیز محدود کننده شود. به همین علت در چنین سیستمهایی کنترل باید بر روی هر دو مسیر انجام شود.
در این پروژه به بررسی روشهای کنترل ورود کاربران در مسیر مستقیم و معکوس پرداختیم. همچنین در انتهای کار به بررسی ظرفیت رزرو در مسیر مستقیم برای عمل Hand off پرداخته ایم.
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	Abstract: In this project, we study the algorithms of Call Admission Control in the Downlink of cellular CDMA systems.

Most of the current mobile cellular subscribers tend to use voice services more frequently and voice service has characteristics of symmetric traffic in the up and downlink. Therefore, the capacity can be mostly limited by the uplink which may has worse link quality. Thus, the service coverage and capacity (throughput) can be determined by the uplink. The resource management i.e., call admission control (CAC) may be performed to maintain the quality of services (QoS) for the mobile subscribers at an appropriate level. A new call can be accepted and the required power and bandwidth will he allocated if the effect of its entry into the radio link on the other users is analyzed and the minimum required qualities for all the users can he satisfied. If the number of admitted users exceeds the certain threshold the overall link qualities will suffer due to the excessive interference from multiple access users. Consequently, the system may not guarantee the negotiated QoS and the reliability of the wireless links. Thus the CAC should be performed in a preventive manner in the downlink since the downlink may he a bottle-neck for multimedia services because of the asymmetry characteristics of various services, such as streaming video service, in the wireless mobile environment. 




