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	چکیده: در اين پژوهش، ناحیه ظرفیت کانال پخش نازل متغیر بازمان وقتی که کدگذار بطور علی به متغیر حالت کانال دسترسی دارد بدست آمده است. همچنین ثابت شده است که فیدبک ناحیه ظرفیت این کانال را افزایش نمیدهد. برای اثبات قسمت مستقیم قضیه (قابلیت حصول) از روش شانون در بدست آوردن ناحیه ظرفیت کانال تک کاربره متغیر بازمان با کدگذاری علی استفاده شده است. در این روش کانال متغیر با زمان با یک کانال نامتغیر با زمان (بدون اطلاعات حالت کانال) مدل می شود که در آن الفبای ورودی  کانال جدید یک الفبای مبسوط یعنی مجموعه همه توابع با دامنه الفبای حالت کانال وبرد الفبای ورودی کانال اصلی می باشد. برای اثبات معکوس قضیه واینکه فیدبک ناحیه ظرفیت کانال مذکور را افزایش نمیدهد از نامساوی فانو استفاده شده است.
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دانشجوی گرامی:

1- پايان نامه شما بايد مطابق با فرمت جديد تهيه شده باشد. اطلاعات مربوط به اين فرمت را استاد پروژه خود بگيريد و يا به سايتhttp://ee.sharif.edu/~eeprojects     مراجعه کنيد.

2- برای اضافه شدن اطلاعات مربوط به پايان نامه شما به پايگاه داده پايان نامه های دانشکده برق ( که در سايت بالا قابل دسترسی است) لطفاً فايل WORD مربوط به چکيده را نيز تهيه کرده و همراه پايان نامه تحويل دهيد. اين فايل که نام آن شماره دانشجويی شما ميباشد بايد حاوی تمام اطلاعات موجود در جدول فوق به فارسی و انگليسی باشد.
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	Abstract: the capacity region of time-varying degraded broadcast channels with causal side information at the transmitter and perfect side information at the stronger receiver is established. We also show that feedback does not increase the capacity region of this channel. We use the Shannon’s approach to achieve the capacity, as Shannon does to obtain the capacity of time-varying single user channel with causal side information at the transmitter. The main idea is to derive a new channel without side information and with an extended input alphabet called strategy which is the space of all deterministic functions from the state alphabet of the channel to the input alphabet of the channel. We show that every achievable region to this new channel is also achievable to the original channel. To establish the converse part, including the channel providing with feedback, we use the Fano’s inequality.


