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	عنوان پروژه: تكنولوژي چاههاي هوشمند با تكيه بر آناليز عدم قطعيت


	چکیده وسايل كنترل ورودي درون چاهی مايعات امكان مي دهد كه چاه هاي مدرن و هوشمند امروزي راحت تر مورد استفاده قرار گيرند. در  اینجا روش تعيين عملكرد بهينه چاه‌هاي هوشمند يعني چاه هاي در بردارنده وسايل كنترل ورودي درون چاهی مذكور عنوان شده است. در اين روش، از نحوه كاربرد تكنيك بهينه سازي شيب دار و نيز مشابه ساز مخزن همراه آن سخن به ميان آمده است. در بهينه سازي آن از مسايلي چون ژئولژي نامشخص و غير قطعي و نيز از ريسك به كار نرفتن وسايل كنترل سخن به ميان آمده است. روش تجزيه و تحليل تصميمات به هدف تعيين كردن بر امكانات ما در استفاده از چاه هاي هوشمند در اين شرايط غيرقطعي است و يا بدانيم كه اصلاً چنين امري امكان ندارد. تكنيك بهينه سازي كلي براي چند مسئله از جمله براي مدل هاي زمين شناختي به كار مي رود. مدل مذكور داراي جنبه هاي چندگانه زميني- آماري (geostatistical) باضافه سناريوهاي مختلف يقيني سازي در استفاده از وسايل كنترل نشان داده شده كه تغيير مهمي در ميزان بهسازي با وسايل كنترل ورودي جريان به چاه ها وجود دارد و اين بهسازي با بكاربردن شيرهاي كنترل و تحقيق ژئولژيكي مخصوص فرق دارد. تصميم گيري توام با تكنيك از جمله راههاي كسب منابع است كه يقيناً با حفر چاه هاي هوشمند بهينه سازي شده در شرايط مختلف امكان پذير مي شود. 


	نام: امير رضا
نام خانوادگی:

رحماني

شماره دانشجويی:81134405
مقطع: کارشناسی برق
گرايش: الکترونیک
استاد پروژه: 

دکتر بيژن وثوقی وحدت
استاد همکار:
استاد مشاور:

دانشجوی دوم: عبدالحميد
 هادي بيك
کلمات کليدی: بهينه سازي، چاه هوشمند، چاه هاي غيرمتعارف، كنترل، عدم قطعيت و موفقيت.




دانشجوی گرامی:

1- پايان نامه شما بايد مطابق با فرمت جديد تهيه شده باشد. اطلاعات مربوط به اين فرمت را استاد پروژه خود بگيريد و يا به سايتhttp://ee.sharif.edu/~eeprojects     مراجعه کنيد.

2- برای اضافه شدن اطلاعات مربوط به پايان نامه شما به پايگاه داده پايان نامه های دانشکده برق ( که در سايت بالا قابل دسترسی است) لطفاً فايل WORD مربوط به چکيده را نيز تهيه کرده و همراه پايان نامه تحويل دهيد. اين فايل که نام آن شماره دانشجويی شما ميباشد بايد حاوی تمام اطلاعات موجود در جدول فوق به فارسی و انگليسی باشد.
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	Abstract: 

Smart  well  technology  involves  down-hole  measurement  and  control  of  well  bore  and reservoir flow. Drilling and completion techniques have advanced significantly over the last years and allow for the drilling of complex multi-lateral and extended reach wells, and the installation of down-hole inflow control valves,  measurement  devices for  pressure, temperature and flow rate, and processing facilities such as hydro-cyclones in the well bore. Smart wells may allow us to go from passive/reactive   production scenarios to active/proactive production control. This could e.g. be achieved through influencing the flow behavior in the reservoir by imposing a pressure profile along the well bore based on results of down-hole measurements, and if necessary, continuously updated dynamic reservoir models. Full development of this potential requires a more systematic analysis of reservoir and well bore flow in terms of modern measurement and control theory.  In parallel this should  be  combined  with  a  revision   of   conventional   production   scenarios,   and   the development  of  computational  tools  to rapidly design and assess the value of smart well solutions.

Downhole inflow control devices allow for the flexible operation of non conventional wells. in this project, a method for the determining the optical performance of smart wells; i.e., wells containing downhole inflow control devices, is presented. The method entails the use of a gradient based optimization technique in conjunction with a reservoir simulator.

The optimization accounts for uncertain geology as well as well the risk of failure of the control devices.

A decision analysis approach is presented to determine whether or not deploy smart completion in light of these uncertainties.

The overall optimization technique is applied to several problems involving geological models with multiple geostatistical realization and with different reliabilities scenarios for the control devise.

It is shown that there is significant variation in the level of improvement attainable using inflow control devices and that this improvement varies with both the valve reliability and the piratical geological realization.

Decision making techniques are used to benefit obtained using optimized smart well under different risk attitude.




