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	چکیده:
هدف از بهینه سازی نمونه برداری به حداقل رساندن نمونه های لازم برای بازسازی یک سیگنال است .

دراین روش ما تئوری الگوریتمی جدید  برای باز سازی سیگنال را ارائه می دهیم.
این روش پیوندی بین بهینه سازی نمونه برداری و بهینه سازی توابع است که نسبت به الگوریتم های موجود سریعتر است ودارای دقت بالاتری است.

از آنجا که در این روش انازه گیری ها را خطی فرض می کنیم برای بازسازی سیگنال باید به دنبال جواب های دستگاه معادلات خطی گشت که از حد معینی تنک تر باشند.
همچنین جوابی به این دو پرسش یعنی تعداد اندازه گیری های لازم و میزان خطای سیگنال می دهیم.
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	Abstract:
The reason for the optimization of sampling  is minimizing the number of samples required for regenerating of the signals.
In this method we theorize the new algorithm for reproducing the signals.

This method make a connection between the optimized sampling and optimization of the functions and it is faster and more accurate than the existing methods.

Because in this method we suppose the measuring  is linear , for regenerating  the signal we need the results of linear equations that is thinner.

And it answers to these two questions , how many measurements do we need

And what is the error of regenerated signal .


