	چکيده:
در این پروژه روشی نوین برای اندازه​گیری چگالی جریان بحرانی در قرص ابررسانای YBCO ارائه شده است. در این روش در غیاب میدان مغناطیسی خارجی، جریان به صورت نقطه​ای وارد قرص می​شود. نتایج تئوری، توزیع جریان را به صورت نیمکره​های هم​مرکز پیش​بینی می​کنند و نتایج آزمایشهای انجام شده این مطلب را تائید می​کنند. اگر چگالی جریان در مرز نیمکره​ی مورد بررسی بیشتر از چگالی جریان بحرانی باشد، منجر به نرمال شدن ابررسانا از مرکز تا مرز نیمکره​ی مورد نظر می​شود و به منحنی خاصی از ولتاژ بر حسب جریان منتج می​شود که می​توان با بررسی آن به چگالی جریان بحرانی رسید. دمای بحرانی اندازه گیری شده​ی نمونه 92 درجه کلوین و آزمایشات در نیتروژن مایع، 77 درجه کلوین، انجام شده است.
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	Abstract: In this project a new method to measure the critical current of YBCO pellet is presented. In this method in absence of the external magnetic field, current is applied in a localized zone. Theoretical results predict a semi-spherical current distribution that is consistent with our experiment results. If the current density in the boundary of semi-sphere which carries the current exceeds the critical current density of sample, all of such a region becomes normal and there is a special current-voltage curve. Fitting the experimental data with theory, the critical current density is obtained. The critical temperature of the samples is measured 92K and our experiments have been performed at 77K in the liquid nitrogen.



