بسمه تعالی
	عنوان پروژه:    بررسي و شبيه سازي تکنيک PCL  


	تاريخ : 10/1385

	نام : هومان
نام خانوادگي: حبيبي
شماره دانش جويي:

83201742

مقطع:

کارشناسي ارشد

گرايش:

مخابرات سيستم

استاد پروژه:

دکتر فريدون بهنيا

استاد همکار:

-----

استاد مشاور:
-----

دانشجوي دوم:

-----

کلمات کليدي:

رادار غير فعال
تکنيک PCL 
تداخل مسير مستقيم 
تابع ابهام
تابع ابهام ضربدري
راديوي FM
	چکيده:
در اين رساله به بررسي رادار غير فعال با تأکيد بر استفاده از فرستنده غير همکار راديوي FM پرداخته‌ايم. رادار غير فعال که تکنيک PCL نيز ناميده مي شود،در چند سال اخير به دليل مزاياي منحصر به فرد آن در کانون توجه قرار گرفته است به عنوان نمونه مي‌توان به غير قابل کشف بودن رادار، توانايي آشکارسازي اهداف پنهان و پايين بودن هزينه نهايي سيستم اشاره کرد. در کنار اين مزايا اين سيستم مشکلات خاص خود را به همراه دارد که مي‌توان به تحت کنترل نبودن شکل موج ارسالي، توان بالاي تداخل مسير مستقيم و نويز نسبت به اکوي دريافت شده و حجم بالاي پردازش مورد نياز اشاره کرد.

براي حذف اثر تداخل مسير مستقيم و کلاتر راه حل معمول علاوه بر روشهاي فيزيکي ، پردازش زماني سيگنال و حذف وفقي عامل تداخلي مي‌باشد که بررسي جامعي در اين مورد انجام داده ايم.

قلب پردازشي سيستم محاسبه تابع ابهام ضربدري مي‌باشد که به عنوان فيلتر منطبق عمل کرده و با فراهم کردن بهره پردازشي قابل توجه ، آشکارسازي اهداف با اکوهاي مدفون شده زير سطح نويز را ممکن مي‌سازد.

از آنجا که بررسي خواص تابع ابهام در درک عملکرد سيستم اهميت زيادي دارد ويژگي‌هاي تابع ابهام و تابع ابهام ضربدري و عوامل محدود کننده عملکرد آن را به تفصيل بررسي نموده ايم همچنين روش‌هايي براي مقابله با اين عوامل پيشنهاد و شبيه سازي شده است.

با توجه به حجم بالاي پردازشي مورد نياز الگوريتم‌هاي محاسبه تابع ابهام بررسي و عملکرد هر کدام تحليل شده است در ادامه به بررسي بقيه قستمهاي پردازشي سيستم شامل آشکارسازي هدف و تعيين زاويه ورود پرداخته‌ايم، در پايان جمع‌بندي و پيشنهادهايي براي ادامه کار آمده است.
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	Abstract:

In this thesis we have evaluated passive radar with FM radio as non co-operative transmitter .in recent years passive radar have been in center of interest because of its unique capabilities like being undetectable ,the ability to detect stealth targets and its lower cost compared to conventional radars. Beside these benefits passive radar has its own problems like no control on transmitted waveforms, strong direct path interference, low Signal to noise ratio of received echoes and heavy computational burden. 

To remove direct path interference beside physical methods, Conventional method is time based processing of received signals and adaptive cancellation of interfering signal, so we have inspected and simulated these methods thoroughly.

Main processing part of system is computation of Cross Ambiguity Function, acting as a match filter and providing high processing gain, detection of weak target echoes buried in noise and interference will be made possible.

As inspection of Ambiguity Function is essential to gain a correct understanding of system a complete study of its characteristics and performance limiting parameters is done.

Considering heavy computational burden of CAF processing, efficient algorithms have been studied and compared, then we have studied other blocks of system like direction of arrival finding and target detection in ARD surface.
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