	عنوان پروژه :          

     تولید و تمرکز میدان الکتریکی نور با پلاریزاسیون دلخواه



	چکيده

در این پایان نامه روش جدیدی برای تولید میدان با پلاریزاسیون دلخواه و با بازدهی بالا ارائه شده است. به کمک فیلتر های فازیی که ما طراحی کرده ایم ، می توان انواع پلاریزاسیونها با بازدهی بالا رابدست آورد.نتایج شبیه سازی میدانها با پلاریزاسیونهای دلخواه که به این روش تولید می شوند ، در پایان نامه آمده است.
شکل این میدانها هنگامیکه در صفحه کانونی یک عدسی با روزنه عددی بالا متمرکز می شوند ، بررسی شده است.همچنین به کمک نرم افزاری که به صورت عددی پیاده سازی کرده ایم ، مسئله وارون یافتن میدان تابشی مناسب  ، برای تولید میدان با شکل دلخواه در کانون عدسی با روزنه عددی بالا را بررسی کرده و میدان مناسب تابشی را پیدا می کنیم.
استفاده از میدانهای تابشی با پلاریزاسیونهای متفاوت ، در میکروسکوپهای confoacl و معمولی بررسی شده است. تئوری جدیدی در مورد چگونگی تشکیل تصویر اشیا  ساده در این میکروسکوپها مطرح شده و نتایج شبیه سازی شده آن آمده است. 
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	Abstract : This Thesis concerns the development of a technique for the efficient generation of wave fields of arbitrary polarisation, and investigates the forms of the images of simple objects when such fields are used in imaging in an optical system. Theoretical analyses of the structure of the electric field at the focus of an optical system are discussed and new techniques for the generation of such fields, together with the resulting mathematical simulations are presented.

We develop a technique which uses a simple phase modulated filter to generate fields of arbitrary polarisation in a highly efficient and versatile manner. We present theoretically simulated results to show how, for example, radially and azimuthally polarised beams may be generated. We investigate the form of the electric field at the focus of a high aperture optical system when such beams are focused down, and present a numerical solution, together with a software, for the inverse problem of finding the appropriate form of an input polarisation for a desired field at the focus of such a system. 

The use of wave fields of arbitrary polarisation in imaging with scanning conventional and confocal microscopes are discussed and a novel approach to the theoretical simulations of the images of simple objects in such imaging systems for various input polarisations are presented. 




