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	چكيده:

يکي از مسائل عملي در آشکارسازي اهداف راداري، آشکارسازي اتوماتيک هدف در حالت وجود کلاتر غيرايستان با شرط ثابت نگه‌داشتن نرخ هشدار غلط مي‌باشد که به آن آشکارسازي CFAR گفته مي‌شود. در صورتيکه پارامترهاي کلاتر محيط نامشخص باشند، براي نيل به اين هدف يا بايد اين پارامترها را تخمين زد و با آستانه متناسب با پارامترهاي تخمين زده شده به آشکارسازي پرداخت و يا آماره‌اي براي آشکارسازي بدست آورد که مستقل از  پارامترهاي کلاتر گردد که در اين صورت مي‌توان با آستانه ثابت نيز به آشکارسازي پرداخت. با توسعه رادارهاي با تفکيک‌پذيري بالا و يا در حالت زواياي ديد کم، مشاهده شده ‌است که توزيع کلاتر داراي دمي طولانيتر از توزيع رايلي است و در نتيجه توزيع‌هاي غيرگوسي مانند توزيع ويبول براي توصيف آن استفاده مي‌شوند.  بر اين اساس، توزيع کلاتر درآشکارسازهاي CFAR را ويبول فرض کرده‌ايم و پارامترهاي شکل و اندازه را با روش بخصوص هر آشکارساز، براي آشکارسازهاي تک‌پالسي و چندپالسي،  تخمين زده‌ايم  و سپس آشکارسازها را با تکيه بر شبيه‌سازي مورد بررسي و مقايسه قرار داده‌ايم. در نهايت به مقايسه عمکرد اين آشکارسازها در کلاتر واقعي پرداخته‌ايم.
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	Abstract:

Automatic constant false alarm rate (CFAR) target detection in presence of non-stationary clutter is a practical topic in radar target detection. If parameters of clutter are unknown, one should estimate these parameters and detect targets by means of a suitable adaptive threshold. In addition, it could accomplished by constructing a suitable statistic independent of clutter parameters and compare it with a fixed threshold.  

Nowadays, modern radars with high resolution and low grazing angle lead to clutter distributions with heavier tails than Rayleigh distribution such as Weibull distribution. Therefore, in this thesis we assume the clutter with Weibull distribution, estimate its shape, and scale parameter by means of some special methods for single pulse and multi pulse detectors. We survey some famous detectors come in the literature and also introduce some new methods and then compare them by simulation. Finally, we compare performance of these detectors in real sea clutter.
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