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بسمه تعالی
	چکيده 
یکی از روش‌های UWB، سیستم باند جزئی(Partial Band) می‌باشد که امروزه بسیار مورد توجه قرار گرفته است و در گروه IEEE 802.15.4a به عنوان روش دسترسی چندگانه برای سیستم‌های مخابراتی سیار باند وسیع در نسل چهارم مورد مطالعه می‌باشد.
در این رساله یک روش دسترسی چندگانه جدید، سيستم باند جزئی دنباله مستقیم، بر مبنای ترکیبی از DS-CDMA و FH ارائه می‌شود که در ساختار آن از یک کد داخلی استفاده می‌شود. روش کدینگ داخلی برخلاف روشهای متداول کدینگ خارجی، نیاز به پهنای باند اضافه ندارد و دارای کارآیی طیفی یکسان با سیستم‌های کدنشده می‌باشد. در این روش پیشنهادی کل پهنای باند به تعدادی زیرباند تقسیم می‌گردد. در هر فاصله سیگنالینگ، بر مبنای خروجی کدکننده سوپر اورتوگنال و یک دنباله شبه نویز تصادفی یک زیرباند انتخاب شده و ارسال در آن زیرباند بصورت DS-CDMA انجام می‌گیرد. در گیرنده از روش کدگشایی نرم و کدگشای ويتربي استفاده مي‌نماييم. به بررسی عملکرد سیستم پیشنهادی در کانال AWGN و فیدینگ چندمسیره خواهيم پرداخت. در این راستا روابط تحلیلی احتمال خطا در کانال‌های فوق را محاسبه و نتایج عددی آنها را همراه با نتایج شبیه‌ سازی کامپیوتری با استفاده از روش مونت کارلو ارائه می‌نماییم. براي مقايسه سيستم دنبالة مستقيم متداول (Conventional DS-CDMA) را در نظر مي‌گيريم. در این رساله نشان داده خواهد شد که سیستم پیشنهادی عملکرد بسیار مطلوبی از لحاظ ظرفیت چند کاربره در سیستم‌های مخابرات بی‌سیم دارد و در مقایسه با سیستم‌های متداول به مراتب بهتر عمل می‌نماید. در پایان تخمین پارامترهای کانال با استفاده از سیگنال پایلوت و میزان حساسیت دو سیستم پیشنهادی و متداول به خطای تخمین بررسی می‌گردد.
	نام: مهتاب
نام خانوادگی: میرمحسنی
شماره دانشجوئی: 84200194
مقطع: کارشناسی ارشد
گرايش: مخابرات سيستم
استاد پروژه: 

دکتر معصومه نصيری کناری
استاد همکار:---

استاد مشاور:---
کلمات کليدی:

سیستم‌های Spread Spectrum CDMA،
FH-CDMA،
DS-CDMA،
سیستم CDMA باند‌جزئی، مخابرات باند بسيار وسيع (UWB)، 
کدهای سوپر اورتوگنال، سیستم‌های CDMA کد شده، 
گیرنده Rake، 
کانال فیدینگ چند مسیره، الگوريتم ويتربي

	Thesis Title:   Performance Analysis of internally coded partial-band DS-CDMA system
	Date: September 4, 2007 


	Student name:
Mahtab Mirmohseni
Student Number:

84200194
Program of Study:

Electrical Engineering

Field of Study:

Communication Systems

Thesis Advisor:

Prof. Masoumeh Nasiri Keneri
Key Words

Spread Spectrum CDMA systems,
FH-CDMA,
DS-CDMA,
Partial–band CDMA system,
Ultra Wide Band (UWB), Super-orthogonal codes, Coded CDMA systems, Rake receiver,
Multipath fading channel, Viterbi algorithm.


	       Abstract- Recently, partial–band direct sequence CDMA transmission has been received a great attention and it is under consideration as a candidate for multiple access technique for UWB communication systems in the working group of IEEE 802.15.4a.

In this thesis, an internally coded partial-band DS-CDMA system will be proposed. This scheme is based on frequency-hopping (FH) and direct-sequence (DS) spread spectrum techniques. The coding scheme used doesn’t require any extra bandwidth compared to the uncoded DS-CDMA system and holds the same spectral efficiency as the uncoded one. In our proposed scheme two signature codes are assigned to each user. The total bandwidth is divided into number of subbands. In each bit interval the output of a super-orthogonal encoder and the first pseudorandom (PN) sequence selects one subband, in which the user's data is sent in the form of DS-CDMA signal using the second PN sequence.
We consider soft detection and Viterbi decoder at the receiver front end. We evaluate the performance of the proposed system over the AWGN and multipath fading channels, obtaining the upper and lower bounds on the bit error rate. As well, we simulate the performance of the system using Monte carlo method. For comparison, we also consider the conventional DS-CDMA system. It is shown that for the same spectral efficiency the proposed multiple access method outperforms significantly the conventional DS-CDMA system over both AWGN and multipath fading channels without requiring any extra bandwidth. Our simulation results confirm the analytical results.

Finally, we consider channel estimation using pilot signals and evaluate the robustness of both the proposed and the conventional systems due to the channel estimation error.


