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	چکيده:

در این پروژه با فراگیری اصول جنگ الکترونیک، توانایی های لازم برای ایجاد اخلال در پردازش رادارهای فوق با استفاده از سیگنال جمینگ را کسب می​ کنیم.از این رو تمام تمرکزمان را برروی انواع جمینگ معطوف کرده، تا الگوریتم صحیحی برای شبیه سازی دو تکنیک Range Gate Pull Off و Velocity Gate Pull Off استخراج گردد. در ادامه با مطرح کردن یک حافظه فرکانس رادیویی دیجیتال (DRFM) به عنوان یکی از سیستمهای جمر، زمینه لازم برای اشباع پردازشگر رادار ایجاد می شود.. در فاز اول طرح، با ارائه یک شیوه تاخیر پارابولیکی جدید، سخت افزار لازم برای عملیاتی کردن تکنیک RGPO، حاصل می شود. در فاز دوم پروژه، با تحلیل مدولاتوردیجیتالی یک طرفه (Digital Single Sideband Modulator)، به دنبال ایجاد یک شیفت فرکانسی دقیق در اکوی سیگنال رادار برگشتی خواهیم بود. 



دانشجوي گرامي:

1- پايان نامه شما بايد مطابق با فرمت جديد تهيه شده باشد. اطلاعات مربوط به اين فرمت را از استاد پروژه خود بگيريد و يا به سليت http://ee.sharif.edu/~eeprojects مراجعه کنيد.

2- براي اضافه شدن اطلاعات مربوط به پايان نامه شما به پايگاه داده پايان نامه هاي دانشکده برق( که در سايت بالا قابل دسترسي است) لطفا فايل WORD مربوط به چکيده را نيز تهيه کرده و همراه پايان نامه تحويل دهيد. اين فايل که نام آن شماره دانشجويي شما مي باشد بايد حاوي تمام اطلاعات موجود در جدول فوق به فارسي و انگليسي باشد.
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	Abstract:
   In this project, a single-chip DRFM is designed to perform high-speed sampling to digitally store and recreate Radio Frequency and Microwave signals after time delay, Doppler shifting and phase/amplitude modulation of RF signals. A VHSIC Hardware Description Language (VHDL) model of the DRFM was completed and used to design the VLSI Components of the DRFM architecture. The digital Integrated Circuit has been implemented in Xilinx Vitex-2 FPGA and simulated with Xilinx ISE tools. The DRFM-based RGPO and VGPO techniques can produce a wide range of jamming signals due to its ability to maintain coherency with the radar signals and to manipulate the copied radar signals in the time, frequency and phase domains. The operation of the DRFM is as follows. The input radar signal is down converted to a lower Intermediate Frequency (IF) and then sampled with a high speed Analog to Digital Converter (ADC). The samples are stored in a 2K×10-bit dual-port-memory for a programmable time delay. In this structure, a control logic block is used for control and parabolic delay production. In order to apply the false Doppler frequency, the output signal of the memory passes a Digital Single Sideband Modulator (DSSM).This Modulator consists of a Hilbert Transformer to shift the phase of the incoming signal by 90 degrees, a frequency synthesizer to generate the Doppler frequency, a multiplier to mix the signal with the Doppler frequency and a summer to add the signal to its phase shifted version. The Parks-McClellan technique has been used for design of the optimal FIR Hilbert filter, thereby all the spurious outputs of the system were found to be more than 40 dB below the carrier. Also the Look-up table of Xilinx Virtex-2 as a substitution for the multipliers represents a 30 percent saving in area using the Distributed Arithmetic technique.
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