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روش آشکار سازي سيگنال تخليه جزئي با توجه به مشخصات انتشار اين سيگنال در کابل XLPE

	چکيده:

اندازه​گيري تخليه جزئي ميتواند براي رديابي رخداد هرگونه تخليه در کابلهاي XLPE بکار رود. اگر هرگونه درخت آبي، يا خوردگي عايقي در اين نوع کابلها رخ دهد، کابلهاي فشار قوي بسيار سريع خراب ميشوند و بنابراين رديابي به موقع عوامل ايجاد اين گونه خرابي ها، از قبيل تخليه جزئي در بهبود قابليت اطمينان شبکه قدرت و همچنين افزايش طول عمر کابل بسيار مهم خواهد بود. وجود لايه هاي نيمه هادي در کابلهاي XLPE باعث کاهش شديد دامنه سيگنالهاي فرکانس بالا در هنگام انتشار آنها در طول کابل خواهد شد و بنابراين رديابي و تخمين ميزان تخليه جزئي در محل آن مشکل خواهد بود. براي ارزيابي ميزان ميرايي سيگنالهاي فرکانس بالا، پاسخ فرکانسي ولتاژ لايه هاي نيمه هادي و جريان سيم شيلد، تعيين شد، علاوه بر آن، درحاليه يک کاليبراتور سيگنال ژنراتور در طرف فرستنده کابل قرار داده شد، ولتاژ لايه هاي نيمه هادي و جريان سيم شيلد در طرف فرستنده و گيرنده، اندازه گيري و مقايسه شد و يک مدل وابسته به فرکانس در ATP براي شبيه سازي انتشار امواج تخليه جزئي در کابل تکفاز به کار گرفته شد و نتايج آن، داده هاي اندازه​گيري بر روي مجموعه تست کابل XLPE را به تاييد رساند.
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	Abstract: 
Partial discharge in XLPE cables can be employed to detect occurrence of any discharge in them. if any water treeing or insulation deterioration takes place in this type of cables, it would fail very fast and thus on time detection of the causes of  failures such as partial discharge signal is very important to improve the reliability of power system network and to extend the life time of the cable. The presence of semi-conducting layers results in a high attenuation of  high frequency signals amplitude during their propagation through the cable, and it will be difficult to detect and estimate the actual level of partial discharge in its location. To evaluate the attenuation of high frequency signals, frequency response of the semi-conducting layers voltages and the shield current are determined, While a calibrator signal generator, is employed during these measurements At the sending end of the single core and 3phase cables, voltages of semi-conducting layers and the currents of shield wires at sending end and receiving end are measured, and compared. The ATP frequency dependent cable model is employed for simulation of PD propagation in single phase cable and  the results are verified against the measured data on an XLPE cable test setup of this work.  


