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 براي يکسوکننده VIENNA I مي‌باشد. اين يکسوساز در کاربردهايي که توان الکتريکي در يک جهت جريان دارد قابل استفاده است. از ويژگي‌هاي اين يکسوساز قابليت اصلاح ضريب‌توان در ورودي مي‌باشد. در اين پايان‌نامه ابتدا يکسوساز VIENNA I معرفي و اصول عملکرد آن توضيح داده مي‌شود. مدل رياضي سيستم بر اساس روش فضاي حالت تعميم‌يافته استخراج شده و طراحي سيستم کنترل با استفاده از مدل استخراج شده انجام مي‌شود. طراحي جبران‌کننده‌ها بر اساس پاسخ مناسب خروجي در حوزه 
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 انجام گرفته و سپس براي پياده‌سازي ديجيتال، معادل آن در حوزه 
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 استخراج مي‌شود. صحت طراحي جبران‌کننده‌ها بوسيله شبيه‌سازي سيستم در نرم‌افزار MATLAB/SIMULINK بررسي شده است. در اين پايان‌نامه از کنترل‌کننده ديجيتال 
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 و برد 
[image: image6.wmf]2812

320

F

TMS

eZdsp

TM

 براي پياده‌سازي سيستم کنترل استفاده شده است. الگوريتم کنترل به زبان C نوشته شده و با استفاده از نرم‌افزار Code Composer StudioTM برروي حافظه FLASH کنترل‌کننده ديجيتال
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 برنامه‌ريزي شده است. سيستم کنترل ديجيتال طراحي شده، به يک نمونه توان کم از مبدل VIENNA I اعمال شده و نتايج عملي براي تأييد صحت الگوريتم کنترل و همچنين صحت پياده‌سازي ديجيتال ارائه مي‌شود.
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	Thesis Title: DSP-Based Controller Design and Implementation for a Three Phase Rectifier of a Telecommunication Power Supply with Power Factor Correction

	Abstract: VIENNA I rectifier has gained great attention in unidirectional power flow applications such as telecommunication power supplies and … recently. Power factor correction, nearly sinusoidal input current and low switch stress can be achived using this rectifier. In this thesis, a DSP-Based control system for VIENNA I rectifier is designed and implemented. A mathematical model for this three-phase/switch/level rectifier is derived based on generalized state space averaging method. This model led to systematic compensator design procedure. Simulations have been carried out to verify the model and the control system performance. The whole control system software is compiled and assembled using Code Composer StudioTM. To digitally implement the control system, eZdsp
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 board is used. Experimental setup is prepared to ensure the accuracy of the control system implemented.
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