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	چکيده:
انرژي بادي يکي از مهم‌ترين منابع انرژي تجديدپذير است و ظرفيت نصب آن در شبکه‌هاي توزيع، هر روز افزايش ميابد. گفته مي‌شود که در طي ده سال اخير، ظرفيت نصب انرژي بادي به طور متوسط هر سه سال، دو برابر شده است.

براي شبکه‌هاي توزيع داراي توان بادي، کيفيت ولتاژ يک مقوله مهم در طراحي سيستم مي‌باشد. عملکرد توربين‌هاي‌ بادي ممکن است بر روي کيفيت ولتاژ شبکه تأثير گذارد. يکي از مهمترين اين تأثيرات، تأثير بر روي پروفيل ولتاژ يعني تغييرات آرام ولتاژ مي‌باشد که موضوع مورد بحث در اين پايان‌نامه مي‌باشد. توربين‌هاي بادي به دو صورت موجود هستند: سرعت ثابت و سرعت متغير. توان راکتيو توربين‌هاي سرعت ثابت نمي‌توانند کنترل شوند ولي توربين‌هاي سرعت متغير مي‌توانند از دو راه کنترل شوند. آن‌ها مي‌توانند در ضريب توان ثابت کار کنند يا ولتاژ نقطه PCC
 را ثابت نگه دارند.

اعمال هر يک از اين موارد نتيجه متفاوتي بر روي ولتاژ حالت ماندگار شبکه در پي خواهد داشت. براي محاسبه اين نتايج، ژنراتور القايي قفس‌سنجابي که در سرعت ثابت کار مي‌کند و ژنراتورهاي DFIG
 و PM
 که در حالت سرعت متغير کار مي‌کنند و مي‌توانند از هر دو راه ذکر شده در بالا کنترل شوند، شبيه‌سازي شده‌اند. براي اين کار از برنامه PSCAD/EMTDC استفاده شده است.

نتيجه حاصل‌شده اين بود که ژنراتوري که ولتاژ آن کنترل‌شده بود، تأثير بهتري از بقيه روي پروفيل ولتاژ داشت و بعد از آن ژنراتوري که در ضريب توان ثابت کار مي‌کرد، بيشتر از ژنراتور قفس‌سنجابي مؤثر بود.



دانشجوي گرامي: 
1- پايان نامه شما بايد مطابق با فرمت جديد تهيه شده باشد. اطلاعات مربوط به اين فرمت را استاد پروژه خود بگيريد و يا به سايت http://ee.sharif.edu/~eeprojects مراجعه کنيد. 

2- براي اضافه شدن اطلاعات مربوط به پايان نامه شما به پايگاه داده پايان نامه هاي دانشکده برق (که در سايت بالا قابل دسترسي است) لطفاً فايل Word مربوط به پکيده را نيز تهيه کرده و همراه پايان نامه تحويل دهيد. اين فايل که نام آن شماره دانشجويي شما ميباشد، بايد حاوي تمام اطلاعات موجود در جدول فوق به فارسي و انگليسي باشد.
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	Abstract: 
Wind power is one of the most common renewable energy sources and its penetration in distribution grids would be further increasing. During the last ten years world-wide installed capacity of wind generation has doubled approximately every three years. Wind energy is a form of clean energy, free of air pollution, and currently it is the most competitive among the renewable energies.

For distribution grids connected wind power generation, voltage quality is an important issue for the system planning purpose. The operation of wind turbines in the distribution networks may affect the voltage quality offered to the consumers. One of the most important considerations is the effect on the voltage profile, i.e. the induced slow voltage variations, which are the subject of this project.

WTG generates electrical power by converting the kinetic energy in the wind into rotary mechanical output and then to AC electrical energy. The turbine can he operated in one of two modes: constant-speed and variable-speed. Presently, the trend of operating wind turbines is in the variable-speed mode. Reactive power of constant-speed turbines cannot be controlled but variable-speed turbines can be controlled in two ways. They can produce power with constant power coefficient or control magnitude of voltage of PCC point.

Each one of these cases has different impact on steady state voltage of distribution grids. For evaluation of these impacts, we have simulated SCIG generator that works in constant-speed operation and DFIG and PM generators that are used in a variable-speed turbine. Two last types of turbine can be controlled in two ways that mentioned above. We have used a simulation program of PSCAD/EMTDC to investigate the impact of these turbines on a distribution grid.

In inclusion, voltage controlled turbines had best improvement in the voltage profile of distribution system. After that, the turbine that was controlled in constant power coefficient had better impact on the voltage profile than SCIG generator.




1Point of Common Coupling


� Doubly Fed Induction Generator


� Permanent Magnet





