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چکيده :

يکی از روشهای الکتريکی برای اندازه گيری و پيدا کردن محل ايجاد تخليه جزيی (Partial Discharge) در سيم پيچی ترانسفورماتورها، اعمال يك پالس PD  به نقاط مختلف سيم پيچ و تحليل شكل موج ترمينال ترانسفورماتور است. از آنجا كه پالسهاي PD اعمال شده بايد مشخصات پالسهاي تخليه جزئي واقعي را داشته باشند، برای توليد اين پالسها ، معمولا از دستگاه  Live PD Source  استفاده مي شود. در اين پايان نامه، ابتدا مباحث تئوري مربوط به تخليه هاي جزئي ومدارهاي اندازه گيري آن بررسي شده و سپس جزئيات مربوط به طراحی و ساخت اين دستگاه ارائه خواهد شد و شكل موج خروجي با مشخصات سيگنالهاي ثبت شده مقايسه مي شود. 
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Abstract :

One of the electrical methods for measurement and localization of partial discharges in transformer windings, is that we inject a PD pulse into different discs of the winding and then analyze the signal in the terminals of the transformer. Since the injected PD pulses must have the properties of the real PD pulses, it is usual to use Live PD Sources to produce the PD signals. In this project , first we discuss the theory of partial discharge and its measuring circuits , then the details of design and making a Live PD Source are considered and finally, the output waveform is compared 
with the standard waveforms.
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