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بررسي کارايي جبران ساز سه فاز راکتيو در حضور بار نامتقارن 

	چکيده:                                                                                         
در حال حاضر تنها  جبران ساز هاي  تکفاز يا سه فاز متعادل در بازار موجود است.  در جبران ساز هاي سه فاز با استفاده از جريان اندازه گيري شده يک فاز و ولتاژ بين دو خط و با اين فرض که بار سه فاز متقارن مي باشد توان راکتيو اندازه گيري شده و بر اساس تنظيم جبران کننده خازن به  مدار اضافه و يا از آن کم مي شود.  در اين پايان نامه رفتار اين جبران کننده ها در حضور بارهاي دو فاز بررسي شده است.  عملکرد جبران ساز هاي سه فاز در حضور بار نامتقارن اهمي، سلفي و خازني با استفاده از شبيه سازي بررسي شده است. در خاتمه با توجه به ناکارآمد بودن اين جبران کننده ها در حضور بارهاي دو فاز استفاده از روش دو واتمتري ويا جابجائي آمپرمتر پيشنهاد ميشود.
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	Abstract:

There are only one phase and three phase balanced VAR compensators in the market nowadays.

The three phase compensators measure the current of one phase and the differential voltage between the other two and calculate the amount of capacitor which should be added to or decreased from power line based on a balanced load assumption. In this thesis we consider the treatment of a three phase balanced compensator with the presence of unbalanced ohmic, inductive, and capacitive loads.

Finally, because of inefficiency of the balanced compensators in these cases, we suggest the methods of using 2wattmeter system, balancing the load, or changing the ampermeter and voltmeter connections in a revolving manner. 




